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FLAT HEAD NAIL

LOOSE NAIL

SMOOTH

Interior Corrosion Resistance
Indoor Use

® PACK SIZE

Available in 500G, 2KG, 5KG & 15KG

| S GALVANISED

Exterior Corrosion Resistance
Outdoor Use

SMOOTH

SILICON
BRONZE

ANNULAR
GROOVE

(U UR(8SS

Exterior Corrosion Resistance
Outdoor Use

316

STAINLESS

ANNULAR

GROOVE

Premium Corrosion Resistance
Outdoor / Sea Spray Zone Use

LENGTH (mm) DIA. PRODUCT CODE Na‘;;g‘:;“ WEIGHT PACKIOUTER
Bright - Smooth
40 2.00 LBF200040SM5KG 4,940 5KG 4
50 2.50 LBF250050SM5KG 2,508 5KG 4
60 2.80 LBF280060SM5KG 1,680 5KG 4
75 3.15 LBF315075SM5KG 1,070 5KG 4
90 3.55 LBF355090SM5KG 710 5KG 4
100 4.00 LBF400100SM5KG 520 5KG 4
75 3.15 LBF315075SM15KG 3,210 15KG Each
100 4.00 LBF400100SM15KG 1,560 15KG Each
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FLAT HEAD NAIL
LOOSE NAIL

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE (Approx.) WEIGHT PACK/OUTER
19 1.60 LGF160019SM500G 1,500 500G 6
25 1.60 LGF160025SM500G 1,200 500G 6
40 2.00 LGF200040SM500G 489 500G 6
50 2.50 LGF250050SM500G 239 500G 6
60 2.80 LGF280060SM500G 162 500G 6
75 3.15 LGF315075SM500G 103 500G 6
90 3.55 LGF355090SM500G 69 500G 6
100 4.00 LGF400100SM500G 49 500G 6
125 5.30 LGF530125SM500G 21 500G 6
150 6.00 LGF600150SM500G 14 500G 6
40 2.00 LGF200040SM2KG 1,956 2KG 5
50 2.50 LGF250050SM2KG 956 2KG 5
60 2.80 LGF280060SM2KG 648 2KG 5
75 3.15 LGF315075SM2KG 412 2KG 5
90 3.55 LGF355090SM2KG 276 2KG 5
100 4.00 LGF400100SM2KG 196 2KG 5
125 5.30 LGF530125SM2KG 84 2KG 5
150 6.00 LGF600150SM2KG 56 2KG 5
40 2.00 LGF200040SM5KG 4,890 5KG 4
50 2.50 LGF250050SM5KG 2,390 5KG 4
60 2.80 LGF280060SM5KG 1,620 5KG 4
75 3.15 LGF315075SM5KG 1,030 5KG 4
90 3.55 LGF355090SM5KG 690 5KG 4
100 4.00 LGF400100SM5KG 490 5KG 4
125 5.30 LGF530125SM5KG 210 5KG 4
150 6.00 LGF600150SM5KG 140 5KG 4
60 2.80 LGF280060SM15KG 4,860 15KG Each
75 3.15 LGF315075SM15KG 3,090 15KG Each
90 3.55 LGF355090SM15KG 2,070 15KG Each
100 4.00 LGF400100SM15KG 1,470 15KG Each
125 5.30 LGF530125SM15KG 630 15KG Each
150 6.00 LGF600150SM15KG 420 15KG Each

|Silicon Bronze - Annular Groove
19 1.60 LSBF160019AG100G 300 100G 6
25 1.60 LSBF160025AG100G 240 100G 6
30 2.00 LSBF200030AG100G 120 100G 6
40 2.80 LSBF280040AG500G 247 500G 6
50 2.80 LSBF280050AG500G 190 500G 6
60 3.25 LSBF325060AG500G 113 500G 6
75 3.25 LSBF325075AG500G 97 500G 6
40 2.80 LSBF280040AG2KG 988 2KG 5
50 2.80 LSBF280050AG2KG 760 2KG 5
60 3.25 LSBF325060AG2KG 452 2KG 5
75 3.25 LSBF325075AG2KG 388 2KG 5
40 2.80 LSBF280040AG5KG 2,470 5KG 4
50 2.80 LSBF280050AG5KG 1,900 5KG 4
60 3.25 LSBF325060AG5KG 1,130 5KG 4
75 3.25 LSBF325075AG5KG 970 5KG 4
19 1.60 LSSF160019AG500G 1,500 500G 6
25 1.60 LSSF160025AG500G 1,200 500G 6
30 2.80 LSSF280030AG500G 330 500G 6
40 2.80 LSSF280040AG500G 247 500G 6
50 2.80 LSSF280050AG500G 190 500G 6
60 3.15 LSSF315060AG500G 131 500G 6
75 3.15 LSSF315075AG500G 104 500G 6
90 4.00 LSSF400090AG500G 54 500G 6
100 4.00 LSSF400100AG500G 49 500G 6
125 5.30 LSSF530125AG500G 21 500G 6
150 5.30 LSSF530150AG500G 19 500G 6
30 2.80 LSSF280030AG2KG 1,320 2KG 5
40 2.80 LSSF280040AG2KG 988 2KG 5
50 2.80 LSSF280050AG2KG 760 2KG 8
60 3.15 LSSF315060AG2KG 524 2KG 5
7% 3.15 LSSF315075AG2KG 416 2KG 5
90 4.00 LSSF400090AG2KG 216 2KG 5
100 4.00 LSSF400100AG2KG 196 2KG 5
30 2.80 LSSF280030AG5KG 3,300 5KG 4
40 2.80 LSSF280040AG5KG 2,470 5KG 4
50 2.80 LSSF280050AG5KG 1,900 5KG 4
60 3.1 LSSF315060AG5KG 1,310 5KG 4
75 3.15 LSSF315075AG5KG 1,040 5KG 4
90 4.00 LSSF400090AG5KG 540 5KG 4
100 4.00 LSSF400100AG5KG 490 5KG 4
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JOLT HEAD NAIL
LOOSE NAIL

316

STAINLESS

GALVANISED

= ANNULAR
SMOOTH SMOOTH = GROOVE
Interior Corrosion Resistance Exterior Corrosion Resistance Premium Corrosion Resistance
Indoor Use Outdoor Use Outdoor / Sea Spray Zone Use

® PACK SIZE
Available in 500G, 2KG, 5KG & 15KG

o e,

75x 3.15mm 40, ECKO

l : Fastering Systems
=

JOLT HEAD

g‘7.5x3.'|5mm
'll [
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JOLT HEAD NAIL

LOOSE NAIL
LENGTH (mm) DIA. PRODUCT CODE REAIL GOl WEIGHT PACK/OUTER
(Approx.)
40 2.00 LBJ200040SM5KG 4,890 5KG 4
50 2.24 LBJ224050SM5KG 3,100 5KG 4
50 2.50 LBJ250050SM5KG 2,508 5KG 4
60 2.80 LBJ280060SM5KG 1,680 5KG 4
75 3.15 LBJ315075SM5KG 1,070 5KG 4
90 3:55 LBJ355090SM5KG 630 5KG 4
100 4.00 LBJ400100SM5KG 520 5KG 4
60 2.80 LBJ280060SM15KG 5,040 15KG Each
75 3.15 LBJ315075SM15KG 3,210 15KG Each
90 3.55 LBJ355090SM15KG 1,890 15KG Each
100 4.00 LBJ400100SM15KG 1,560 15KG Each
|Galvanised - Smooth
40 2.00 LGJ200040SM500G 489 500G 6
50 2.50 LGJ250050SM500G 239 500G 6
60 2.80 LGJ280060SM500G 162 500G 6
75 3.15 LGJ315075SM500G 105 500G 6
90 3.55 LGJ355090SM500G 69 500G 6
100 4.00 LGJ400100SM500G 49 500G 6
125 5.30 LGJ530125SM500G 21 500G 6
150 6.00 LGJ600150SM500G 14 500G 6
40 2.00 LGJ200040SM2KG 1,956 2KG 5
50 2.50 LGJ250050SM2KG 956 2KG )
60 2.80 LGJ280060SM2KG 648 2KG 5
75 313 LGJ315075SM2KG 420 2KG 5
90 3.55 LGJ355090SM2KG 276 2KG 5
100 4.00 LGJ400100SM2KG 196 2KG 5
125 5.30 LGJ530125SM2KG 84 2KG 5
150 6.00 LGJ600150SM2KG 56 2KG 5
40 2.00 LGJ200040SM5KG 4,890 5KG 4
50 2.50 LGJ250050SM5KG 2,390 5KG 4
60 2.80 LGJ280060SM5KG 1,620 5KG 4
75 3.15 LGJ315075SM5KG 1,050 5KG 4
90 3.55 LGJ355090SM5KG 690 5KG 4
100 4.00 LGJ400100SM5KG 490 5KG 4
125 5.30 LGJ530125SM5KG 210 5KG 4
150 6.00 LGJ600150SM5KG 140 5KG 4
60 2.80 LGJ280060SM15KG 4,860 15KG Each
75 3.15 LGJ315075SM15KG 3,150 15KG Each
90 3.55 LGJ355090SM15KG 2,070 15KG Each
100 4.00 LGJ400100SM15KG 1,470 15KG Each
30 2.80 LSSJ280030AG500G 330 500G 6
50 2.80 LSSJ280050AG500G 190 500G 6
60 3.15 LSSJ315060AG500G 131 500G 6
75 3.15 LSSJ315075AG500G 104 500G 6
90 4.00 LSSJ400090AG500G 54 500G 6
100 4.00 LSSJ400100AG500G 49 500G 6
125 5.30 LSSJ530125AG500G 21 500G 6
150 5.30 LSSJ530150AG500G 19 500G 6
30 2.80 LSSJ280030AG2KG 1,320 2KG 5
50 2.80 LSSJ280050AG2KG 760 2KG 5
60 3.15 LSSJ315060AG2KG 524 2KG 5
75 3.15 LSSJ315075AG2KG 416 2KG 5
90 4.00 LSSJ400090AG2KG 216 2KG 5
100 4.00 LSSJ400100AG2KG 196 2KG 5
30 2.80 LSSJ280030AG5KG 3,300 5KG 4
50 2.80 LSSJ280050AG5KG 1,900 5KG 4
60 3.15 LSSJ315060AG5KG 1,310 5KG 4
75 .18 LSSJ315075AG5KG 1,040 5KG 4
90 4.00 LSSJ400090AG5KG 540 5KG 4
100 4.00 LSSJ400100AG5KG 490 5KG 4
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BRACKET NAIL
LOOSE NAIL

316

STAINLI

GALVANISED

G

ANNULAR
SMOOTH GROOVE
B PACK SIZE
Available in 500G, 2KG & 5KG
Exterior Corrosion Resistance Premium Corrosion Resistance
Outdoor Use Outdoor / Sea Spray Zone Use
LENGTH (mm) DIA. PRODUCT CODE Na:;gz;" WEIGHT PACK/OUTER
|Galvanised - Smooth
30 3.15 LGPR315030SM500G 252 500G 6
30 &15 LGPR315030SM2KG 1,008 2KG )
30 3.15 LGPR315030SM5KG 2,520 5KG 4
nular Groove
30 3.15 LSSPR315030AG500G 252 500G 6
45 3.33 LSSF333045AG500G 157 500G 6
30 3.15 LSSPR315030AG2KG 1,008 2KG 5
45 S8 LSSF333045AG2KG 628 2KG )
30 3.15 LSSPR315030AG5KG 2,520 5KG 4
45 8188 LSSF333045AG5KG 1,570 5KG 4
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CLOUT NAIL

LOOSE NAIL

GALVANISED

SMOOTH

Exterior Corrosion Resistance

Outdoor Use

® PACK SIZE
Available in 500G, 2KG & 5KG

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE (Approx.) WEIGHT PACK/OUTER
ed ole
30 2.00 LGCL200030SM500G 313 500G 6
30 2.50 LGCL250030SM500G 417 500G 6
40 2.50 LGCL250040SM500G 313 500G 6
30 2.50 LGCL250030SM2KG 1,668 2KG 5
40 2.50 LGCL250040SM2KG 1,252 2KG 5
30 2.50 LGCL250030SM5KG 4,170 5KG 4
40 2.50 LGCL250040SM5KG 3,130 5KG 4
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UNDERLAY NAIL
LOOSE NAIL

———
0\

316
STAINLESS )

|

\
\

GALVANISED

ANNULAR ANNULAR
GROOVE GROOVE
B PACK SIZE
Available in 500G, 2KG & 5KG
25 x 2.50mm .
==
Exterior Corrosion Resistance Premium Corrosion Resistance
Outdoor Use Outdoor / Sea Spray Zone Use
LENGTH (mm) DIA. PRODUCT CODE WAL G WEIGHT PACKIOUTER
(Approx.)
|Galvanised - Annular Groove
25 2.50 LGUN250025AG500G 500 500G 6
25 2.50 LGUN250025AG2KG 2,000 2KG 5
25 2.50 LGUN250025AG5KG 5,000 5KG 4
(316 Stainless Steel - Annular Groove
25 2.50 LSSUN250025AG500G 500 500G 6

MECKO
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PLASTERBOARD NAIL
LOOSE NAIL

/4

< GOLD
PASSIVATED

\
>

® PACK SIZE
Available in 500G & 5KG

ANNULAR
GROOVE

Interior Corrosion Resistance

Indoor Use
LENGTH (mm) DIA. PRODUCT CODE INEAATL Eelur WEIGHT PACK/OUTER
(Approx.)
|Gold Passivated - Annular Groove
30 2.80 LZPL280030AG500G 330 500G 6
40 2.80 LZPL280040AG500G 247 500G 6
30 2.80 LZPL280030AG5KG 3,300 5KG 4
40 2.80 LZPL280040AG5KG 2,470 5KG 4
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FIBRE CEMENT NAIL
LOOSE NAIL

GALVANISED

\

= ANNULAR " PACK SIZE
ST = . GROOVE Available in 500G, 2KG & 5KG

Premium Corrosion Resistance
Outdoor / Sea Spray Zone Use

Exterior Corrosion Resistance
Outdoor Use

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE () WEIGHT PACK/OUTER
|Galvanised - Smooth
40 2.80 LGFC280040SM500G 247 500G 6
50 2.80 LGFC280050SM500G 190 500G 6
60 3.15 LGFC315060SM500G 131 500G 6
40 2.80 LGFC280040SM2KG 988 2KG 5
50 2.80 LGFC280050SM2KG 760 2KG 5
60 3.15 LGFC315060SM2KG 524 2KG 5
40 2.80 LGFC280040SM5KG 2,470 5KG 4
50 2.80 LGFC280050SM5KG 1,900 5KG 4
60 3.15 LGFC315060SM5KG 1,310 5KG 4
40 2.80 LSSFC280040AG500G 247 500G 6
50 2.80 LSSFC280050AG500G 190 500G 6
60 3.15 LSSFC315060AG500G 131 500G 6
40 2.80 LSSFC280040AG2KG 988 2KG 5
50 2.80 LSSFC280050AG2KG 760 2KG 5
60 3.15 LSSFC315060AG2KG 524 2KG 5
40 2.80 LSSFC280040AG5KG 2,470 5KG 4
50 2.80 LSSFC280050AG5KG 1,900 5KG 4
60 3.15 LSSFC315060AG5KG 1,310 5KG 4
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DECKING NAIL

LOOSE NAIL

GALVANISED

ANNULAR
GROOVE

Exterior Corrosion Resistance
Outdoor Use

316

ANNULAR
GROOVE

Premium Corrosion Resistance
Outdoor / Sea Spray Zone Use

STAINLESS

® PACK SIZE
Available in 500G, 2KG & 5KG

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE (Aspro) WEIGHT PACKIOUTER
|Galvanised - Smooth
60 3.15 LGDE315060AG500G 131 500G 6
75 3.15 LGDE315075AG500G 105 500G 6
60 3.15 LGDE315060AG2KG 524 2KG 5
75 3.15 LGDE315075AG2KG 420 2KG 5
60 3.15 LGDE315060AG5KG 1,310 5KG 4
i 3.15 LGDE315075AG5KG 1,050 5KG 4
60 3.15 LSSDE315060AG500G 130 500G 6
75 3.15 LSSDE315075AG500G 105 500G 6
60 3.15 LSSDE315060AG2KG 520 2KG 5
75 3.15 LSSDE315075AG2KG 420 2KG 5
60 3.15 LSSDE315060AG5KG 1,300 5KG 4
75 3.15 LSSDE315075AG5KG 1,050 5KG 4

MECKO
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FENCE PALING NAIL

LOOSE NAIL

GALVANISED

ANNULAR
GROOVE

< A T A T

Exterior Corrosion Resistance
Outdoor Use

B PACK SIZE
Available in 500G, 2KG & 5KG

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE () WEIGHT PACK/OUTER
|Galvanised - Annular Groove
60 3.15 LGFE315060AG500G 131 500G 6
60 3.15 LGFE315060AG2KG 524 2KG 5
60 3.15 LGFE315060AG5KG 1,310 5KG 4
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METAL TILE BLACK NAIL
LOOSE NAIL

GALVANISED

ANNULAR ® PACK SIZE
. GROOVE Available in 15KG

Exterior Corrosion Resistance
Outdoor Use

NAIL COUNT

LENGTH (mm) DIA. PRODUCT CODE WEIGHT PACKIOUTER
(Approx.)
|Galvanised - Annular Groove
50 3.05 LGTB305050AG15KG 5,050 15KG Each
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PANEL PIN
LOOSE NAIL

/

SMOOTH

zmc)
| PLATED

Exterior Corrosion Resistance

Outdoor Use

SMOOTH

e

316

Premium Corrosion Resistance
Outdoor / Sea Spray Zone Use

PACK SIZE

Available in 100G & 500G

ZINC -
PLATED

316

GRADE |

1006
‘OUTDOOR / SEA SPRAY ZONE USE APPROX. 245 NAILS

LENGTH (mm) DIA. PRODUCT CODE DAL ety WEIGHT PACK/OUTER
(Approx.)
19 1.60 LZPP160019SM500G 1,500 500G 6
25 1.60 LZPP160025SM500G 1,200 500G 6
30 1.60 LZPP160030SM500G 1,000 500G 6
40 1.60 LZPP160040SM500G 760 500G 6
50 2.00 LZPP200050SM500G 390 500G 6
|316 Stainless Steel - Smooth
25 1.60 LSSPP160025SM100G 240 100G 6
30 1.60 LSSPP160030SM100G 200 100G 6
40 1.60 LSSPP160040SM100G 152 100G 6
50 2.00 LSSPP200050SM100G 78 100G 6
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CLINCH NAIL
LOOSE NAIL

e

316

STAINLESS |
\\ y/
\

y

ANNULAR
GROOVE

<

Premium Corrosion Resistance
Outdoor / Sea Spray Zone Use

PACK SIZE
Available in 500G

CLINCHNAIL ... =
40x2.00mm ot
3

‘OUTDOOR / SEA SPRAY ZONE USE APPROX. 450 NALLS

CLINCH NAIL

NAIL COUNT

Fastening Systems

LENGTH (mm) DIA. PRODUCT CODE xaErere) WEIGHT PACK/OUTER
|316 Stainless Steel - Annular Groove
40 2.00 LSSCLINCH40AG500G 490 500G 6
50 2.80 LSSCLINCH50AG500G 392 500G 6
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ROSE HEAD NAIL
LOOSE NAIL

316

STAINLESS

SILICON
BRONZE

P TR

ANNULAR ANNULAR
GROOVE GROOVE
Exterior Corrosion Resistance Premium Corrosion Resistance
Outdoor Use Outdoor / Sea Spray Zone Use
B PACK SIZE

Available in 500G, 2KG & 5KG

3.25mm 55 ECKO

l ——— Fastening Systems
K
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ROSE HEAD NAIL

LOOSE NAIL
LENGTH (mm) DIA. PRODUCT CODE LA Eer WEIGHT PACK/OUTER
(Approx.)
30 2.00 LSBRO200030AG500G 640 500G 6
50 2.80 LSBRO280050AG500G 190 500G 6
60 3.25 LSBR0O325060AG500G 113 500G 6
75 3.25 LSBR0O325075AG500G 97 500G 6
100 4.00 LSBRO400100AG500G 49 500G 6
30 2.00 LSBRO200030AG2KG 2,560 2KG 5
50 2.80 LSBRO280050AG2KG 760 2KG 5
60 3.25 LSBRO325060AG2KG 452 2KG 5
75 3.25 LSBR0O325075AG2KG 388 2KG 5
100 4.00 LSBRO400100AG2KG 196 2KG 5
50 2.80 LSBRO280050AG5KG 1,900 5KG 4
60 3.25 LSBRO325060AG5KG 1,130 5KG 4
75 3.25 LSBR0O325075AG5KG 970 5KG 4
85 3.25 LSBRO325085AG5KG 860 5KG 4
100 4.00 LSBRO400100AG5KG 490 5KG 4
biGE
30 2.00 LSSRO200030AG500G 640 500G 6
40 2.80 LSSR0O280040AG500G 988 500G 6
50 2.80 LSSR0O280050AG500G 190 500G 6
60 3.15 LSSRO315060AG500G 131 500G 6
75 3.15 LSSR0O315075AG500G 104 500G 6
90 4.00 LSSR0O400090AG500G 54 500G 6
100 4.00 LSSRO400100AG500G 49 500G 6
30 2.00 LSSRO200030AG2KG 2,560 2KG 5
50 2.80 LSSRO280050AG2KG 760 2KG 5
60 3.15 LSSRO315060AG2KG 524 2KG 5
75 3.15 LSSR0O315075AG2KG 416 2KG 5
90 4.00 LSSRO400090AG2KG 216 2KG 5
100 4.00 LSSR0O400100AG2KG 196 2KG 5
30 2.00 LSSRO200030AG5KG 6,400 5KG 4
50 2.80 LSSRO280050AG5KG 1,900 5KG 4
60 3.15 LSSRO315060AG5KG 1,310 5KG 4
75 3.15 LSSR0O315075AG5KG 1,040 5KG 4
90 4.00 LSSRO400090AG5KG 540 5KG 4
100 4.00 LSSRO400100AG5KG 490 5KG 4
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BARBED STAPLES
LOOSE STAPLES

GALVANISED

BARBED

® PACK SIZE
Available in 500G, 5KG & 20KG

Exterior Corrosion Resistance
Outdoor Use

LENGTH (mm) DIA. PRODUCT CODE LA Eer WEIGHT PACK/OUTER
(Approx.)
30 3.15 LFBS315030BA500G 127 500G 6
40 4.00 LFBS400040BA500G 63 500G 6
50 4.00 LFBS400050BA500G 50 500G 6
30 3.15 LFBS315030BA5KG 1,270 5KG 4
40 4.00 LFBS400040BA5KG 630 5KG 4
50 4.00 LFBS400050BA5KG 500 5KG 4
30 3.15 LFBS315030BA20KG 5,080 20KG Each
40 4.00 LFBS400040BA20KG 2,520 20KG Each
50 4.00 LFBS400050BA20KG 2,000 20KG Each
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SLICE CUT STAPLES
LOOSE STAPLES

GALVANISED

Exterior Corrosion Resistance

Outdoor Use

SMOOTH

® PACK SIZE
Available in 500G, 5KG & 20KG

LENGTH (mm) DIA. PRODUCT CODE LA Eer WEIGHT PACK/OUTER
(Approx.)
|Galvanised
19 2.00 LFBS200019SL500G 450 500G 6
27 2.80 LFBS280027SL500G 180 500G 6
30 3.15 LFBS315030SL500G 130 500G 6
40 4.00 LFBS400040SL500G 60 500G 6
50 4.00 LFBS400050SL500G 52 500G 6
30 3.15 LFBS315030SL5KG 1,300 5KG 4
40 4.00 LFBS400040SL5KG 600 5KG 4
50 4.00 LFBS400050SL5KG 520 5KG 4
30 3.15 LFBS315030SL20KG 5,200 20KG Each
40 4.00 LFBS400040SL20KG 2,400 20KG Each
50 4.00 LFBS400050SL20KG 2,080 20KG Each
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